
MC SolarPac

Safe & easy to operate 
Cuts uplifts & transport costs 
It has a ¾ full & full indicator 
Reduces manual handling 
Liquid retentive

Saves space (Up to 6:1 compaction ratio) 
Odour free, tidier & more efficient site 
Battery backup allows up to 100 cycles with no sunlight
No power source required making placement easier

EQUIPMENT
COMMERCIAL RECYCLING

SPECIFICATION SHEET

Visit www.pearce-group.co.uk
or call us on 0800 083 3333

THE BENEFITS
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Overall Width 2400mm
Overall Length 7500mm
Overall Height 2600mm
Machine Weight 6400kg
Machine Capacity 22m2

Dimensional Data Machine Specification

Compaction Force 38 tonnes
Motor 3kw
System Pressure 230 bar
Cycle Time 55 secs
75% Full Light
100% Full Light

Supply Voltage N/A

Phase N/A

Max Current N/A

IP Rating IP55
Control Circuit 24vdc

Electrical Specification

Mains Power
SmartTec (status notifications)

Various Hopper Configurations 
Side Loading Doors
Safety Barriers
Audible Bin Lift operation siren

Optional Features

Email: compaction@pearce-recycling.co.uk 
Web:  www.pearce-group.co.uk 
Call:  0800 083 3333

Pearce Group Head Office
Pearce House, Acrewood Way, 
St Albans, Hertfordshire, AL4 0JY

MC SolarPac
TECHNICAL DATA

GET IN TOUCH


